
SPECIFICATION ADH-71SZ
Resolution 1000 TV LINES
Sensor 1/2.9 inch SONY CMOS
Total Pixels 1312 (H) x 1069 (V) - 1,472,320
Effective Pixels 1305 (H) x 104 9 (V) - 1,368,945
Scanning System PROGRESSIVE
S/N (Y signal) More than 52 dB (AGC Off)
Video Output CVBS: 1.0Vp-p (75ohm)
Min.Illumination 0 Lux at IR On
O.S.D Built-in N/A

Electronic shutter speed AUTO / MANUAL (1/60sec ~ 1/60,000sec) / 
FLICKER AUTO

White Balance ATW / AWC -> SEI / INDOOR / OUTDOOR / 
MANUAL AUTO

BRIGHTNESS ADJUSTABLE (0 ~ 100 STEP) 10

SENS_UP OFF / X2 / X4 / X6 / x8 / x10 / x15 / x20 / x25 
/ x30 OFF

DNR OFF / LOW / MIDDLE / HIGH ON
BLC OFF / LOW / MIDDLE / HIGH OFF
D-WDR OFF / ON (0~8) OFF

Day & Night AUTO (Day <--> Night TIME Change) / COLOR / 
B/W / EXTERN ON

Privacy OFF / ON (4 Zone) OFF
Motion Detection OFF / SET OFF
FLIP OFF / ON OFF
SHARPNESS ADJUSTABLE (0 ~ 10 STEP) OFF
DEFFOG OFF / SET OFF
COMM. RS-485(PELCO-D) (Option) OFF
SMART IR (IR product SPEC.) ADJUSTABLE (0 ~ 15 STEP) OFF

LANGUAGE ENG. CHN1, CHN2, GER. FRA, IIA, SPA, POL, 
RUS, POR, NED, TUR ENGLISH

Operating temperature/Humidity -10'C ~ 50'C / 30% ~80% RH
Storage temperature/Humidity -20’C ~ 60’C / 20% ~90% RH
Power DC12V
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ADH-71SZ

•• 1/2.9 inch SONY CMOS, High Resolution
•• High Sensitivity (Sens up x 60)
•• 0 Lux at IR On (IR LED 20 pcs MIX H2/N10 pcs)
•• OSD Controlled
•• WDR (Wide Dynamic Range), DNR (Digital Noise Reduction)
•• True Day & Night (ICR), SMART IR, Motion Detection
•• Privacy D.ZOOM, BLC, HLM, FLIP, DEFFOG
•• Easy Installation, 3Axis Fixed Lens 4.3mm

KEY FEATURES


